
~ 	Material Safety Data Sheet 
S&tfarl 1: Chemlcal ra~ 'f~ctand Cb 	lriensEMi:atitirx 

CommanName 
_..._.._ 	_._ 

VBratharle@ Li(luid PlastiC EXterior 

Waod Finish® - Super Build 
Formula 

Code 	Liquid Plastic Exteri0r 
zoo9d3Finish®Products 

MSD5# 	DeOember 1997 
Suppiier The Fledo Company, inc. 

1000 45th Strset 
Oakland, CaGfornia 94608 

TSCA Inventory 	AII raw materials are 
listed. 

VaDdation Date 	72YF9197 
9ynonym 92-02, 93-02 	VOC <350 gll (2-9 Ibslgal) )pirint Aate 	12l29/97 
Tradc namc VarathaneS Liquid Plastic Exterior Wood FinistS 

~~ ~ 	EmergenCy phone: 
800-255-3924 
For Information Call! 
800-635-3286 

Material IIses 	Use on tmats, patio fumiture, exteroir doors, etc- 

ManufaMurer The Flecte Company, Inc. 
1000 45th Street 
Oakland, Califomia 94608 

Secfian 2. Goat ' 	p nsii`lon an#,frifaf* 	iagre 	flfs' 
amc CAS # % by TLVIPEL  

Weight 

ineralSpirits 

[Xylene 

064742478 e23.0 TWA:100 (ppm) Notavailable. 
ght aromatic eolvent naphtha  064742956 c15.0 TWA: 50 (ppm) from OSHA Not available. 
etroleum) 

001330207 <3.0 TWA: 100 CEIL 150 (ppm) ORAL (LD50): Acute: 4300 
TWA: 435 CEIL; 655 (mgtms) mgJkg (Rat). 6100 mglkg 

[Rat]. 
Primary amyl aicohol 000071410 <8.0 Not available. Not avaiFable. 
Ethylbenzane 0001 00 41 4 4.5 TWA: 100 CEIL: 125 (ppm) ORAL (LD50): Aoute: 3500 

TWA: 435 CEIL: 545 (mgJm') mglkg [Rat). 	DERMAL 
(LD50): Aoute: 5000 mglkg 
[Rabbit]. 

Methyl ethyl ketoxime 	1000096297 1 <0.5 I Not available. Not available. 

S~cYion'3. "hiazart~1s'ftien~"i~ca'tion 	' '' 	, 	, 
£mergency Overvtew 	May cause eye imtation. May cause 'skin Irrit ation. May be harmful or fatal if swailowed. 

Potcntial Acute NcattM Hazartlous in ease of eye Contact, ingestion, and inhalation. Slightly hazardous in case 
Etfeets contact. 

Potential Chronic Ileatth Non-sensitizer for skin. Nan-permeator by skin. 
[Rects CARCINOGENIC EFFECTSc Not available- 

MUTAGENIC EFFECTS: Not available. 
TERATOGENIC EFFECTS: Not avanable. 
DEVELOPMENTAL TOXICITY: Not available. 

Target Organs: 

Routes of Entry 

tditiona 	There is no known effect from chronic exposure to this produot. Repeated or prolonged exposure 
by 	 is not krtown to aggravate medical condition. 

Signs and Symptoms of 
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Wood Finishg - Super Build Forfnuia 

Sect7on 4: FlrstAl'rJJ'easalre.",'s, , 

. 

Eye Contact Check for and remove any contact lenses. IMMEDIATELY flush eyes with running water for at 
least 15 minutes, keeping eyelids open. COLD water may be used. 	DO NOT use an eye 
ointrnent. Seek medical altention. 

3kin Contaet Gently and thoroughly wash the contaminated skin with running water and non-abrasive soap. Be 
particulady careful to clean folds, Crevfees, ereases and groin. COLD water may be used. Cover 
the irritated skin with an emollient. 	If irritation persists, seek medical attention, 	Wash 
contaminated clothing befora reusing. 

Hazardous Skiu Contact Wash with a disinfectant soap and cover the oontaminated skin with an anfi-bacterial cream. 
Seek meditxl attention. 

Inhalat;on Allow tne victim to rest in a well ventilated area. Seek immediate medical ahention. 

Haaardouslnhalatioa Evacuate the vfctim ta a gafe area as soon as possible. Loosen tight clothing such as a collar, tie, 
belt or waistband. If breathing Is dWieult, administer oxygen. If the victim is not breathing, pertorm 
mouth-t,o-nlouth resusoitation. 

Ingestion DO NOT intluce vomiting. Examine the lips and mouth to ascertain whether the tissues are 
tlamaged, a possible indication that the toxic material was ingestetl; the absence of such signs, 
however, Is not conGusive. Loosen fight clothing such as a collar, tie, belt or waistband. If the 
vieGm is not breathing, perfone mouth-to-mouth resuscitation. Seek immediate medical attention. 

Hazardousingestion NoadditionallnformaGon. 

........ 	 .. 	.,. 	. 	_ 	.. 	. 	_.. 
tion 5. Flre ap'r/ ~if Sec 	 pfosioriData " 	' ' 

Flammablittyofthe Combustible. 
Product 

Auto-lguition Temperrture The lowest known value is 218°C (424.4"F) (Mineral Spirits). 

Flash Points CLOSED CUP: 40.5°C (104.9 0 F). (Setatlash.). 

Flammable Limits The greateat known range is LOWER: 1.1^/o UPPER: 6% (Mineral Spirits) 

Products of Combastion These products are carbon oxides (CO. CO2), nitrogen oxides (NO, NO2) 

Fire Haaards iu Preaence of Flammable in preaence of open flames and sparks. 
Various Sabstanaes 

EacpMsion Hazards in No danger known. 
Presencc of Various 
Substances 

Fire Figbting Media SMALL FIRE: Use DRY ahemica3s, CO2, water spray or foam. 
and Inatructious LARGE FIRE: Use water spray, fog or fcam. DO NOT use waterjet. 

Speciat Remarks on Combustible. 
Fire Haaards 

Special Remark.s on No additional remark. 
Exploslon Haaards 

3ecfian 6. ACCftlPFffal'Y4E'fer~se;Measrn?Fis 
Small Spal Mop up, or absorb wilh an inert DRY material and place in an appropriate waste disposal 

container. 

Large Splll Carnbustlble material. Keep away from heat. Keep away from sources of ignition. Stop leak if 
without risk. Be careful that the product is not present at a concentration level above TLV. Check 
TLV on the MSDB and wlth looal authorities. 
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Secdon 7: Handlfng:and u~~age 
Handling After hanrJling, ahuays wash hands thornughly with soap and water. 

Storage Keep container dry. 	Ground all equipment contalning materlal. 	Keep container tightly closed. 
Keep in a coei, well-ventilated place. Combustible materiais should be stared away from extreme 
heat and away from strong oxidizing agents. 

pdSure E'6arr&6ls4Wsdngf ;p'FlGtdaarri SeCti(in $: EX 
Engineering Contrals provide exhaust ventiiation ar other engineering controls to keep the airbome concentrations of 

vapors beiow their respective threshoid limit value. Ensure that eyewash stations and safety 
showen3 are pK7xinlal to the work-stabon IOcation. 

Pcrsonal Protecdon 	Lab coat vapor respfrator, Be sure to use a M8HA approved respirator or equivalent. Gloves 
(impervious). Safety glasses. 

Personal Protection in Case Splash goggles. 	Full suit. Vapor respirator. 	Boets. Gloves. A self contained breathing 
oT a Large Splu 

	

	 apparatus should be used to avold inhalation of the product. Suggested protective Gothing might 
not be suffiaient; consult a specialist BEFORE handling this product. 

Chemieal Name or Product Name 	CAS # 	Eaposure LimSts 

Mineral Spirits 	 064742478 	TvVA: 100 (ppm) 
Light aromatic solvem naphttha (petroleum) 	064742956 	TWA: 50 (ppm) from OSHA 
Xylsne 	 001330207 	IWA: 100 CEIL: 150 (ppm) 

TWA: 435 CEIL: 635 (mg/m") 
Pnmary amyl alcohol 	 000071410 	Not available. 
Ethylbenzene 	 000100414 	TWA: 100 CEIL: 125 (ppm) 

TWA: 435 CEIL: 545 (mg/m') 
Methyl ethyl ketoxime 	 000086287 	Nut availabls. 

SeciEr~n H:. Plyrsica~ ai~d C~ieri~ 'r~) Propi~kffes : 	!; 	, 
Physieal state aad 
appearance 

Liqufd. Odor 	Hydrocarbon. 

Mulecalar Weight Not appiioable. Taste 	Not available. 

pH (f °/, aoln/water) Not available. Color 	Light straw. 

Boiling/Condensation Poiut Weighted average: 151.54°C (304.8°F) 

Meinng/SublimatlonPoint Notavailable. 

Critieal Temperature Not available. 

SpeeificGravity 0.91(Water=1) 

Vapor Pressure Weighted average! 2.65 mm of Hg (@ 20°C) 

Vapor Density The highest known value is 4.9 (Air = 1) (Mineral Spirits). 

Volatility C45°/a  (vIv). 

OdorThreshold Notavdilabie. 

Evaporation rate Not avallable. 

Viscosiq Notavailable. 

Water/Oil Dist. CoeH. The product is more solubie in oil. 

Ianieity (in Wat.er) Not availabie. 

Dispersion Properties Not availabie. 

sotubility Soluble in mineroJ spirits. 

Physical Chomical 
Comments 

Not availabie. 
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S"eclPori I~.' St~ir~~nd'14~aCGt~ty'~# a 
Chemieal Stability 	The produ0t i 	 • s stable. 

Conditiona of instability 	No additional remark. 

incompadbility vrith 	None known. 
varioua substances 

Hazardous Decomposit'ion Not available. 
Produats 
Haaardous Polymerizttion No. 

	

., 	,. 	...._ 	.. 
SBGtlOn f ~: ~0717Oe~G9~i .:I+rf01R►! 

Toxicity to Animals 	Aoute oral toxicity (LD50): 4300 mglkg [Rat). (Xylene). 

Cbrooie Effeds on Humane Nat available. 

Other Toxic EffeMs oa 	Hazardous in case of skin contaot (irri ~nt), of eye contact (rritant), of inhalation. 
Humans 	 Slightly hazardous in case of ingestion. 

Special Ltemarks un 	No additlonal r'Omark. 
Toxicity to Animals 

Special Remarks on 	No additi0nal remark- 
Chronic Effects on Humans 

Special Remarks on other NO Sdditional remark. 
Toxic EB'eets on Humans 

Selction 42.rEoalb-0i>c011n14arnratidn 
Ecotaxieity 	 Not available. 

BOD5 snd COD 	 Not available. 

Prodacts of Biodegradation possibly hazardous short term degradation produets are not likely. 

Toxicity nf the Pradncts 	The products of degradatfon are less toxic than the product itself. 
uf Biodegradatlon 

Special Remarlct on the 	No additional remark. 
Prod4crs of Biodegradat9on 

,. 	.. ,... 	 .. 	,. 	. 	... 	. 	. 	. 	. 	.. 
5ecirbn t3: E~rs";osal C®ri . 

Waste information 	Use product or recycle. Consu€t loeal or n:gional authodtiea. 

Waste stream 	 Consult local or regional authoriGes. 

~@GtldR''~~. •- 'TI'Bn:Cl'4xt ✓',~,~Ofll.~~IOA 
 

DOT Classification 	DOT CL4SS 3: Combustible liquid with a flash point greater 
than 37.8°C (100°F). Not regulated far highway traval: 
COnsideredflammableforairorooeantransport. UN1263 

Proper Shipping Name 	Paint IDOT identi6cation 	Not regulated for highway baVel; Considered flammable for air or ocean transport. UN1293 
Number 
Paoking Craup 	II 

iNaritime transportatioo 	Not available. 

Cor~Y~bt~~Brlian f%li~•'~~e 
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Hazardous Sabstanrrs 	Not availabb. 
Repartable Qaantity 

Special Provisions for 	No additional remark. 
Traneport 

TpC Classitication 	TDG CLASS 3: Flammable liquid. 

ADR Classiticatioa 	ADR CLASS ,  Flammable liquid d. Non-tozic and non-corrosive liquid with a flash point between 
21'C (70'F) and 100°C (2127). 

Iri1DG Ciassification 	IMDG CLASS 3: Flammable liquid. 

IATA Classlficatlou 	U1TA CLASS 3' Flammable liquid. 

Fcderal and State 	SARn A111312 MSOS dictrihution - cbamil ,̀~ Inventory - hazard idenliTcation: 
Replatious 

3-iodo-2-propynyl butyl carbamate; 

0 	 reportina : A 	313 tox'r chemical notificationffndY&Iease 

Xylene; 3-iodo-2-propynyl butyl carbamate: Ethylbenzene; Diethy[ene Glycol Monomethyl 
Ether, Manganese Compounds; Diethylerte glycol monobutyl ether; Dipropyfene gfycol 
monomethyl ether; Glyeol Ether, 

hazardous SERCLA 	 substances : 

3-iodo-2-propynyl butyl carbamate; Diethylerne glycol monobutyl ether; Dipropylene glyeol 
monomethyl ethec ; Glycol Ether; 

Other Classitications WHMIS (Canada) 	WHMIS CLASS B-3: Combustible liquid with a flash point between 37.8°C 
(100°F) and 93.3 °C (200°F). 
WHMIS CLASS D-2A: Material ccausing other toxic effects (VERY TOXIC). 
WHMIS CLASS D-20: Material causing other tox(c effects (TOXIC). 

Canadian 	CEPA DSL : 
Regulatory LGsts 

Product(s): Xylene, Mineral Spirits 
DSCL (EEC) 	R10- Flammable. 

R18- In use, may fonn flammable/explosive vapor-air mixture. 
Internatianal 	No products were found. 
Regulatory Lists 

Sectlbn.l6:;Qtlrerinffif.rriatJbn . 

H1ktIS (CT.S.A.) 

. 	A 
	

I ,,,
; 

National Fire 	 ~ 	F7reHourd 

Protection 
	P"ct,"„y 

t1l8SOClatlOn (1•-T.S.El,.) 	
SDeciLeLaaxrd 

personal Protection 

Xtetereuaec 	Primarlly MSDS Informat(on on components. 

OtLer Special 	VOC <330 gA (2.9 Ibslgaq: Typically packaged in metal (stsel) quarts and one gallon containers. 
Conaiderations 

Valldated by ICeo Trautwein on 72/29197. Verified by Jim Tuck. 
Printed 12129197. 

Gontfrtue'd 6ra ftxf'Pa~ 	,' 
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~ ••J 

800-255-3924 
Fpr luformatior CAB: 
800-635-3286 
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